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Look at these benefits... 
• Anti-scuff piston skirts for greater durability. 
• Hardened valve seats and premium chrome valve stems with hardened valve faces for  
  improved performance and durability. 
• All Optimized engines are fully performance tested under load to ensure optimum performance.
• Fuel mixtures and timing is set and then sealed with tamper proof seals to prevent incorrect   
  field adjustments. Removal of these seals will void warranty. 
• These engines are drop in ready to run engines and can save up to 6 hours of installation time. 
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FORD OPTIMIZED ENGINES
ALL OPTIMIZED FORD ENGINES INCLUDE THE FOLLOWING: 
• OEM distributor, these distributors are calibrated with a timing curve set up specifically for      
  propane. MSD 8mm ignition wires, ignition coil. 
• Modular IMPCO fuel system including mixer, EB-2 converter, and VFF-30 lock-off, 
  new *OEM Ford governed throttle body (*on 429 engines only). Harmonic balancer, intake  
  manifold and valve covers.  
 
NOTE: Fuel systems, ignition components, sensor and sending units              
have a ONE YEAR WARRANTY, after that they are considered MAINTENANCE ITEMS and ARE 
NOT COVERED BY PARTS AND LABOR. 
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ALL OPTIMIZED GM ENGINES INCLUDE THE FOLLOWING: 
• OEM distributor, these distributors are calibrated with a timing curve set up specifically for    
  propane. MSD 8mm ignition wires. 
• Modular IMPCO fuel system including mixer, EB-2 converter, and VFF-30 lock-off, 
  new throttle body. Harmonic balancer, intake manifold and valve covers. 
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Look at these benefits... 
• Anti-scuff piston skirts for greater durability. 
• Hardened valve seats and premium chrome valve stems with hardened valve faces for  
   improved performance and durability. 
• All Optimized engines are fully performance tested under load to ensure optimum performance. 
• Fuel mixtures and timing is set and then sealed with tamper proof seals to prevent incorrect   
  field adjustments. Removal of these seals will void warranty. 
• These engines are drop in ready to run engines and can save up to 6 hours of installation time. 
 
NOTE: Fuel systems, ignition components, sensor and sending units have a ONE YEAR 
WARRANTY, after that they are considered MAINTENANCE ITEMS and ARE NOT COVERED BY 
PARTS AND LABOR. 
 

EARLY MODEL GMC 366   
EARLY MODEL GMC 427   
APPLICATION 1977-1995 
5000, 6000 and 7000 series trucks 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

LATE MODEL GMC 366 TBI  
LATE MODEL GMC 427 TBI    
APPLICATION 1991-1997 CHEVROLET & GMC 
5000, 6000 AND 7000 series trucks 
These engines include 8.5 mm MSD high performance 
ignition wires with special heat shielding. 
The throttle body is not included with these engines. 
These engines are dyno tested and set up using an OEM 
truck computer and mixture monitor. 
The fuel system is included but not mounted on the engine. 
 

  



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 

GM OPTIMIZED ENGINES 
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ALL OPTIMIZED GM ENGINES INCLUDE THE FOLLOWING: 
• OEM distributor, these distributors are calibrated with a timing curve set up specifically for   
  propane. MSD 8mm ignition wires. 
• Modular IMPCO fuel system including mixer, EB-2 converter, and VFF-30 lock-off, harmonic  
  balancer, intake manifold and valve covers. 

 
Look at these benefits... 
• Anti-scuff piston skirts for greater durability. 
• Hardened valve seats and premium chrome valve stems with hardened valve faces for  
  improved performance and durability. 
• High performance Graphite head gaskets for improved heat resistance. 
• All Optimized engines are fully performance tested under load to ensure optimum performance. 
• Fuel mixtures and timing is set and then sealed with tamper proof seals to prevent incorrect   
  field adjustments. Removal of these seals will void warranty. 
• These engines are drop in ready to run engines and can save up to 6 hours of installation time. 
 
NOTE: Fuel systems, ignition components, sensor and sending units have a ONE YEAR 
WARRANTY, after that they are considered MAINTENANCE ITEMS and ARE NOT COVERED BY 
PARTS AND LABOR. 
 
 
 
 
 
 
 
 

RLY MODEL GMC 350  
PLICATION 1980-1988 GMC  
, 2500 and 3500 series trucks 

TE MODEL GMC 350 TBI   
PPLICATION 1987-1996 GMC 
00, 2500 and 3500 series trucks 
e throttle body is not included with these engines. 
ese engines are dyno tested and set up using an OEM 
ck computer and mixture monitor. 
e fuel system is included but not mounted on the engine. 

 



 
 
 
 
 
 
 

TUNE UP AND EMISSION COMPONENTS 
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C197P GM HEI distributor cap     
C194P Ford 460-429 distributor cap     
D166P Ford 429 ignition rotor      
D214P Ford 460 ignition rotor      
D157P GM 350-366-427 rotor     
 
 
 
 
 
 
F2TZ-9D475-A FORD F600/800 EGR VALVE   
V326 FORD 429 PCV VALVE     
D3TZ-90473-B FORD 429 THERO SWITCH   
 
 
 
 
 
 
 
# 23 AUTOLITE SPARK PLUGS FORD 429-460   
# 144 AUTOLITE SPARK PLUGS GM 366-427   
 
 
 
 
 
 
 
 
 
 
 
F 102 FORD DURASPARK IGNITION MODULE   



GANN AND VORTOX PRODUCTS 

 

GANN FUEL CONVERSION HARDWARE 
INCLUDES: Vapor hose, nylon and brass fittings, gaskets,  
filters, remote fills, miscellaneous adapters, fuel control  
products and safety switches. 
 
Vortox remote air cleaners. 
This air cleaner can be used on Ford F250-350-450 applications 
where the original air cleaner has been damaged. 
This is a product that consists of two steel shells that fit together  
and latch tight. The air filter is included. 
BA65A Vortox saddle bracket is required to mount the air cleaner. 
 
 
AN65D   Air cleaner     
BA-65A   Saddle mounting bracket   
VF57C    Replacement filter element   
 
 
 
 
 
 
These steel Vortox air cleaner fit on IMPCO 425 and 300 
series mixer. Using these Vortox air cleaners will allow you to attach 
4-inch diameter air duct hose to the air cleaner snorkel. This allows 
cooler air to enter the engine. Did you know that for every  
10-degree drop in intake air you pick up 1% gain in HP.  
 
ANP120B  for use with IMPCO 425 mixer  
ANP120A for use with IMPCO 300 mixer  
 
 
 
 
 

 

 

  





Jasper Alternate Fuels is a full service Impco distributor.  
We handle all Impco products commonly used for conversion 
and repair of all over the road and off road equipment to operate 
on gaseous fuels. 
The list below is only a partial list of components we sell; if you 
require a part not listed in this booklet, please call 800-827-7455 
EXT 2046.   
 
Mixers 
CA425-2TP   Mixer        
CA 425M-2       Mixer          
CA300A-20M-2   Mixer           
CA300AM-50-2  Mixer          
  
FB 425M-2       Mixer         
FB300A-M-2   Mixer                     
FB300AM-50-2  Mixer                               
FB300M-50-4TP   Mixer                     
FB225M-2   Mixer                               
  
Regulators 
EB-2                    Regulator         
 
Lock-offs 
VFF-30-2             Lock-off            
121              Electric lock-off            

 
Repair Kits 
RKE-2    EB regulator repair kit     
RKL-2    L regulator repair kit         
RK-VFF30-2    Lock-off repair kit     
RK300MA-1/20-2     300 Mixer repair kit      
RK300MA-50/70-2   300 Mixer repair kit      
 

 Call 800-827-7455 EXT 3955 

 
 
 
 
 
       Call 800-827-7455 EXT 2046 
 






